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take a guided tour of a typical paver page
All our product pages are laid out in a consistent manner to assist with easy selection 

of Boral products.

Page number
and product
identification

Colour and
texture

swatches

Application icons legend
These products are

recommended for the
indicated applications

(subject to appropriate
laying systems and 

site conditions)

Front cover image: Stylestoneª kota
green rockpave pavers with a bench
seat built from Heathstone ¨ Grande
retaining wall blocks.

This page image: Abode¨ linen pavers.

Paver laying
patterns

All product
drawing

dimensions are
represented in

millimetres

abode¨ latte abode¨ linen

bradstone¨ gironde

BoralÕs extensive variety of pavers perfects every

outdoor design scheme Ð from stylish patios and

courtyards to smart pool surrounds, driveways and

garden paths. Whether you are dreaming of a

contemporary space or a more traditional look, 

the Boral range will inspire and stimulate ideas.

Available in a choice of sizes, formats, colours and

finishes, our pavers ensure that establishing your

individual style at home has never been easier.
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how to choose pavers

Step 2:Use the table above to find the paver that is recom mended for
your particular need.

Step 3 Measure your area to be paved to determine quantity  of pavers
required. This area is simply calculated by length (m) x width (m)
= area (m2) for basic square or rectangular spaces (m= metres).

For odd shapes, break your area into sections.

1) 5m x 3m = 15m 2

2) 4m x 2m = 8m 2

3) 3m x 4m = 12m 2

Total = 35m2

For triangular areas: 
1/2 x base (m) x height (m) = area (m2)

e.g. 1/2 x 4m x 3m = 6m 2

(Allow up to 10% extra pavers for wastage such as c uts and breakages.)

You can also measure your area using our on-line calculator.
Go to www.boral.com.au/pavingcalc

Domest ic drivew ays

Bullnose (for ste ps and
pool surrounds)

Pedestr ian (paths, 
pat ios, courty ards)

Applicat ions

Produ ct n ame

Page num ber 05 07 10 13 15 15 17

Pools

Pre-sealed*

Paver sh ape

Paver s ize^
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* Pre-sealed pavers are sealed with a penetrative sealer to help minimise the absorption of stains, making
them easier to clean and maintain.

^ Small pavers are less than 300mm x 300mm. Large pavers are larger than or equal to 300mm x 300mm.

Step 4 Select the paver size you prefer. Large format pavers are

larger than or equal to 300mm (length) x 300mm (wid th)

and small format pavers are less than 300 x 300mm. 

Your choice will depend on the look you wish to ach ieve 

as per Step 1.

(Bullnose pavers have a rounded edge along one face of 

the paver, making them ideal for steps and pool edges.)

Step 5 Select a colour that complements your area, home 

and surroundings.

Step 6 Choose to D.I.Y. or hire a professional contractor. Refer to page 19 for a basic 

guide to laying pavers. A more comprehensive ÒBoral Guide to Laying PaversÓ 

is also available free at your nearest store. Locate your nearest store by simply

visiting www.boral.com.au/storelocator and enter your postcode.

general tips

Tip 1 Having trouble growing grass in heavy traffic areas? Consider a paved garden path.

Tip 2 If paving a slope, it is important to start at the b ottom and pave up the slope.

Tip 3 Paved paths help direct traffic and reduce the amount of dirt carried into your home.

Tip 4 To make a path appear more substantial, use a stretcher bond laying pattern across

the width of the path. See pattern on page 6.

Tip 5 Keep labour costs down by clearing the area first by removing grass and existing

pavers, and potting any plants you want to keep.

Tip 6 Print out a planning grid from www.boral.com.au/plangrid to help you draw 

a rough plan of your garden.

Tip 7 Paved areas should fall away from buildings and towards areas where run-off 

can be absorbed by plants.

Step 1
Gather ideas on the look you want to

achieve. Look through this brochure and 

also obtain a free copy of the latest Boral

Outdoor Design Guide.

1

3m

2m

4m

3m5m

1m

1m

2 3
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4m

3m

small format rectangular paver

large format square paver

100
200

50

400

40

400 400

40

400

large format bull nose paver

1m

2m

Area

handipaveª charcoal with classicpaveª sahara feature bradstone¨ gironde

lighter hues darker hues
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SUITABLE FOR:

PEDESTRIAN (PATHS, PATIOS,

COURTYARDS)

POOLS

BULLNOSE (FOR STEPS

AND POOL SURROUNDS)

PRE-SEALED

400

600

40

BULLNOSE

400

600

40

STANDARD

05 aspenstone ®

STRETCHER BOND

HERRINGBONE 90¡

HERRINGBONE 45¼

PATTERNS



gironde flagstones grey green cobblesgironde cobbles

GIRONDE

GREY GREEN

450
300

40

450
300

40

450 300

50

OLD TOWN Ð SMALL*

OLD TOWN Ð STANDARD

OLD TOWN Ð BULLNOSE

OLD TOWN Ð LARGE*

OLD TOWN RANDOM RANGE
Sold as a random set.* 
(more details on next page)

OLD TOWN Ð MEDIUM*

COBBLESTONE
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SUITABLE FOR:

PEDESTRIAN (PATHS, PATIOS,

COURTYARDS)

POOLS

BULLNOSE (FOR STEPS

AND POOL SURROUNDS)

PRE-SEALED

300 300

40

450
300

40

600

300

40

grey green flagstones



kota green rusticstoneS
M

A
R

T
 A

N
D

 E
LE

G
A

N
T,

 T
H

E
S

E
 S

Q
U

A
R

E
, 

LA
R

G
E

 F
O

R
M

A
T

 P
A

V
E

RS
 W

IL
L 

IN
F

U
S

E

A
 S

LE
E

K
, 

M
O

D
E

R
N

 L
O

O
K

 W
IT

H
 E

IT
H

E
R

 T
H

E
 S

M
O

O
T

H
 F

A
C

E
 O

F
 R
U

S
T

IC
S

TO
N

E

O
R

 T
H

E
 S

LA
T

E
 T

E
X

T
U

R
E

 O
F

 R
O

C
K

P
A

V
E

.

600 x 300 x 40mm

gironde flagstones

1 standard unit

12m2 = 6 standard units = 1 pallet

1.5m

1.350m

Bradstone¨ Old Town random

pattern is comprised of three sizes Ð

300 x 300 x 40mm, 

450 x 300 x 40mm and 

600 x 300 x 40mm. 

Sold in multiples of 6m 2.

Also available, is a matching 

450 x 300 x 40mm bullnose paver

to provide a stunning finish to

swimming pool edges and steps. 

Each pallet has a comprehensive

pattern guide so that the random

pattern is simple to install.

300 x 300 x 40mm

450 x 300 x 40mm

old town range random pattern

gironde flagstones

09 10

1 standard unit

stylestone ™



ash white rusticstone

sandstone rockpavecharcoal rusticstone charcoal rockpave

WHEAT

SANDSTONE

MOCHA

KOTA GREEN
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sandstone rusticstone

SUITABLE FOR:

PEDESTRIAN (PATHS, PATIOS,

COURTYARDS)

POOLS

BULLNOSE (FOR STEPS

AND POOL SURROUNDS)

400 400

40

BULLNOSE

400 400

40

STANDARD

PATTERNS

STRETCHER BOND

STACK BOND 45¼

CHARCOAL
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sandune

saharasandune paperbark
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CHARCOAL

ALMOND

PAPERBARK

SAHARA

SANDUNE

PATTERNS

STACK BOND 45¼

400400

50

400 400

50

STANDARD

BULLNOSE

promenade ™

SUITABLE FOR:

PEDESTRIAN (PATHS, PATIOS,

COURTYARDS)

POOLS

BULLNOSE (FOR STEPS

AND POOL SURROUNDS)



handipaveª charcoal with classicpaveª sahara featureS
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15 handi ™+classic pave ™

classicpaveª charcoal

handipaveª kota green with classicpaveª sahara feature

handipaveª charcoal and paperbark handipaveª kota greenhandipaveª sandune

CHARCOAL

KOTA GREEN

SAHARA

SANDUNE

PAPERBARK

H
A

N
D

IP
A

V
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C
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S
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P

A
V

E

SUITABLE FOR:

PEDESTRIAN (PATHS, PATIOS,

COURTYARDS)

DOMESTIC DRIVEWAYS*

POOLS

50

40

200 200

300 300

PATTERNS

100200

50

CLASSICPAVEª *
*Driveway Suitable

HANDIPAVEª 200/40

HANDIPAVEª 300/50

STRETCHER BOND

BASKETWEAVE

STACK BOND 45¼

HERRINGBONE 90¡

HERRINGBONE 45¼



latte and latte bullnose

linenbiscotti linen
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17 abode ®

BISCOTTI

LATTE

LINEN

PATTERNS

STACK BOND 45¼

450 450

40

450 450

40

STANDARD

SUITABLE FOR:

PEDESTRIAN (PATHS, PATIOS,

COURTYARDS)

POOLS

BULLNOSE (FOR STEPS

AND POOL SURROUNDS)

PRE-SEALED

BULLNOSE



basic guide to laying pavers19 20
01 prepare the site 02 add the bedding sand
Excavate the area to be paved to allow
for the base layer (generally 100 -150mm
thick of road base), bedding sand
(generally 30mm thick coarse washed
river sand) and the paver thickness.
Establish falls and levels using a spirit
level on the screen board. Spread 
the road base to an even thickness
and compact using a mechanical 
plate compactor.

Spread and screed the bedding sand.
The easiest way to screed sand is 
to use two guides (screed rails) and 
a screeding board (e.g. a flat piece 
of timber). Establish bedding tracks
with the screeding board.

Bed the screed rails into the bedding
sand. Drag the screeding board in 
a sawing motion from side to side
across the rails to create a firm, 
flat laying surface.

Set string lines at right angles to
establish paving lines. These will 
help keep the joints straight for 
that truly professional look. 

Start laying along the longest straight
edge of the designated area and lay
whole pavers first. Leave 3-5mm
between pavers to allow for jointing
sand (unless the pavers have nibs). 

Cut and position part-pavers if the 
job requires them. Edge restraints
prevent the pavers from moving 
Ð refer to the ÒBoral Guide to 
Laying PaversÓ for more details.

05 begin the laying

Sweep jointing sand over the 
finished dry paving, ensuring that 
all joints are full.

07 fill the joints

Compact the surface, add more jointing
sand, sweep off excess and repeat.
Remember to always use a rubber mat
or carpet beneath the plate compactor
to prevent damage to the pavers.
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03 level the surface 04 set the lines

06 cut pavers

08 finishing touches

Caring for your pavers
prevention is better than cure
¥ Sweep regularly with a stiff bristled broom to keep  pavers free 

from debris.

¥ Hose^ down pavement at regular intervals to stop build-up  of dust, 

grime and pollution.

¥ For maximum protection we suggest pavers are sealed  after installation 

with a penetrating sealer. (Please check with a reputable sealing company 

for advice.)

¥ During construction, cover the paved areas to protect against damage.

¥ Protect your pavers against possible staining from mortar, oxides, 

cement and rust.

¥ Do not use acid to clean pavers.

¥ Do not use high pressure cleaning apparatus to clean pavers.

¥ Attempt to clean a stain before it hardens or dries  up in all cases.

If a stain occurs, follow some simple steps:

¥ Assess type of stain carefully before taking action  (incorrect 

assessment of stain can cause the stain to be more difficult to remove).

¥ If stain cannot be accurately assessed, conduct a trial process on 

a small portion of stained area to determine most appropriate action.

¥ Do not use acid to remove stains under any circumst ances.

Refer to the guide below for some stain removal sol utions.

PROBLEM SUGGESTED CLEANING METHOD

Efflorescence* Brush first with a stiff bristled bro om. Then hose^

(White powdery deposit) with clean water. Weathering  will eventually stop 
this process from occurring.

Leaves and Bark Use a neutral or organic cleaner diluted with water,
then hose^ down.

Algae Mix 10 parts water with 1 part white vinegar.
Leave 10 minutes on paver, then hose^ down 
before solution dries.

Red Wine Use a neutral or organic cleaner diluted with water,
then hose^ down.

Food Stains Use a neutral or organic cleaner diluted with water,
then hose^ down.

Chewing Gum Freeze with dry ice and remove with a sp atula.

Ivy Suckers Apply a heat gun to the suckers until they harden.
Allow them to cool and dry, then scrub them off
with a stiff brush.

* Efflorescence occurs naturally in cement based products.
^ Subject to water restrictions in your area.

aspenstone¨


